
  
 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 



 



 

PARTS LIST 
 

MSYS 5000 

MSYSPORT 

MHPC 5000 

MPS 5000 

MFIL 5000 

MBC 64M 

MBC 64P 

MBC 76 

MBS 51 

MVH 

MVPN 

MPF50 

MCF 

MVPEX 

MKITSQ 

MKITSERV 

MKITCONT 

MML 

MMLHD 

MCONFU 

MCONVU 

MDG64 

MDG76 

Medezine 5000 Complete with Filtration Unit 

Medezine 5000 Power Supply and Hand Piece Portable Unit 

Medezine 5000 Hand Piece Only 

Medezine 5000 Power Supply Only 

Medezine 5000 Filtration Unit Only 

Medezine 64mm Circular Autopsy Blade pack 10 

Medezine 64mm Circular Plaster Blade pack 10 

Medezine 76mm Circular Autopsy Blade pack 10 

Medezine 51mm Segmented Autopsy Blade pack 10 

Medezine Vacuum Hood pack 10 

Medezine Vacuum Pipe QR ends 

Medezine Vacuum Unit Paper Filters pack 50 

Medezine Vacuum Unit Cloth Filter 

Medezine Vacuum Hose extension 4.0 metre 

Medezine Blade Clamp Kit 

Medezine 5000 Service Kit 

Medezine 5000 Annual Filter Contract 

Medezine Mains Supply Lead 

Medezine Mains Supply Lead Armoured 

Medezine Hose Connector - Vacuum Hose to Filtration Unit 

Medezine Hose Connector - Vacuum Hose to Vacuum Hood 

Medezine Depth Gauge for 64mm Blade 

Medezine Depth Gauge for 76mm Blade 

TECHNICAL SPECIFICATIONS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 

Technical Requirements 

IEC/EN 60601-1 

EMC 2004/108/EC 

Vacuum Unit 

Motor: Rated 750 Watt 

Container Capacity: 7.0 litre 

Air Volume Open (max): 90 litres/sec 

Max Vac Closed: 1650mm WG 

Filtration: 99.997% at 0.6 micron 

Dimension: Height 940mm including handle 

Width: 530mm Chassis Base 

Weight: 11.5kg 

Noise level: 66Db at 1 metre 

Hand Piece 

Motor: DC Permanent magnet 

Speed: no load 13200 cycles per min 

Current: no load 40Vdc 0.75amp 

Typical load: 1.5 amps 

Construction: Anodised Aluminium body with 5 bearing sealed 

mechanism 

Protected to: IP67 

Noise Level: 37dB (A) no blade 

Vibration Value: 4.12 m/s2 

Weight: 1.3kg 

Power Supply 

Transformer manufactured to: IEC - EN60742 

Output: Saw 40 VDC 

Enclosure manufactured to: IEC529, DIN40050 

Protected to: IP65 

Protection: Electronic Current Limiting, Device Double Pole Fused 

Constructed to: IEC60601-1 

Weight: 1.7kg 

Input voltage: 230 Vac or 110 Vac 

Cable: 4.0m fitted 

Tel: 800-631-3556 
Email: info@pathsupply.com 
Web: https://www.pathsupply.com 
Mailing address: PathSUPPLY, 917 1st Street N, 
Box 502, Jacksonville Beach, FL 32250   
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